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SLX-400

Trailer - Single Temperature

mm

  2076

430

2279



SLX-400

16 m

R-404A

 30°C 

9200 W

17500 W

 
5500 m3/h

16 m/s

EMI 
(Extended Maintenance Interval)

3000 hrs

 
/N° Cylinder/cm3 TK 486V

  

/4/2100

X430 C5

9.3 kW

Voltage/phase/cycles 400V/3ph/50 Hz

  792 kg

  846 kg
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SLX-300

Trailer - Single Temperature

  2076

2279

mm

430



SLX-300

14 m

 R-404A

 30°C 
 8100 W

14200 W

 
5000 m3/h

14 m/s

EMI 
(Extended Maintenance Interval)

3000 hrs

 
/N° Cylinder/cm3 TK 486V

  

/4/2100

X430 C5

9.3 kW

Voltage/phase/cycles 400V/3 ph/50 Hz 

  765 kg

  846 kg
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SLX-200

Trailer - Single Temperature

  2076

2279

mm

430



SLX-200

14 m

 R-404A

 30°C 

7900 W

13200 W

 
5000 m3/h

14 m/s

EMI
(Extended Maintenance Interval)

3000 hrs

 
/N° Cylinder/cm3 TK 486V

  

/4/2100

X430 C5

9.3 kW

Voltage/phase/cycles 400V/3 ph/50 Hz 

  790 kg

  845 kg
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SLX-100

Trailer - Single Temperature

  2076

2279

mm

430



SLX-100

12 m

 R-404A

 30°C 

5900 W

9500 W

4250 m3/h

12 m/s

EMI 
(Extended Maintenance Interval)

3000 hrs

 
/N° Cylinder/cm3 TK 486V 

 

/4/2100

X426 C5

9.3 kW

Voltage/phase/cycles 400V/3 ph/50 Hz 

  764 kg

  819 kg
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  2076

2279

SLX-SPECTRUM

Trailer - Multi Temperature

mm

430



SLX-SPECTRUM

13.6 m

  R-404A

  30°C

15400 W

8600 W

 
5000 m3/h

15 m/s

EMI 
(Extended Maintenance Interval)

3000 hrs

 
/N° Cylinder/cm3 TK 486V

  

/4/2100

X430 C5

9.3 kW

Voltage/phase/cycles 400V/3 ph/50 Hz 

  794 kg

  848 kg
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Rear Remote Control
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SLX-SPECTRUM - continued

Trailer - Multi Temperature



SLX-SPECTRUM

1000
760

200

1000
1100

200

Three-Zone

A or B

C or E

G or I

H or J

M, N or O

R

P

U

Two-Zone

 Host    Remote

A    SLX SPECTRUM 2 S-2

B SLX SPECTRUM 2 S-3

C SLX SPECTRUM 2 S-2 + S-2

E SLX SPECTRUM 2 S-3 + S-3

G SLX SPECTRUM 2 S-2

H SLX SPECTRUM 2 S-2 + S-2

I SLX SPECTRUM 2 S-3

J SLX SPECTRUM 2 S-3 + S-3

M SLX SPECTRUM 3 S-2 + S-2

N SLX SPECTRUM 3 S-3 + S-3

O SLX SPECTRUM 3 S-3 + S-2

P SLX SPECTRUM 3 S-3(x2) + S-3

R SLX SPECTRUM 3 S-2 + S-2

U SLX SPECTRUM 3 S-2 + S-3

19

S-2 Evaporator S-3 Evaporator



Features and Options

LIFE COST MANAGEMENT

1 Two year full warranty

2 EMI (Extended Maintenance Interval) 3000

3 TK high-performance battery

DATA MONITORING MANAGEMENT

4 CargoWatch data logger

5 ServiceWatch maintenance logger

6 TracKing: remote temperature & vehicle management

7 Wintrac data analysis software

LOAD PROTECTION

8 Produce Protection Plus (ETV & Temperature Modulation)

9 OptiSetTM Plus pre-set operating parameters

10 Discharge Air Control freeze protection

11 Heater bars for electric stand-by boost

20

Features and options



SLX-100 SLX-200 SLX-300 SLX-400
SLX 

SPECTRUM

21

Option: Factory Installed Option: Dealer Supplied

Not Available Standard Feature

Trailer
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688

919

1888
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T-1200R

Self Powered Truck - Single Temperature

mm



T-1200R

16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

8.5 m+

 R-404A

  30°C

-20°C 6900 W

0°C 11500 W

 3300 m3/h

6.4 m/s

EMI 
(Extended Maintenance Interval)

2000 hrs

 
/N° Cylinder/cm3 TK 376 

  

/3/1115

X430 C5

8.9 kW

Voltage/phase/cycles

400V/3 ph/50 Hz

230V/3 ph/50 Hz

230V/3 ph/60 Hz

  480 kg

  530 kg
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T-1000R

Self Powered Truck - Single Temperature

688

919

mm

1888



T-1000R

16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

7.5 m - 8.5 m

 R-404A

  30°C

-20°C 5200 W

0°C 8700 W

3200 m3/h

6.2 m/s

EMI 
(Extended Maintenance Interval)

2000 hrs

 
/N° Cylinder/cm3 TK 376 

  

/3/1115

X426 C5

8.9 kW

Voltage/phase/cycles

400V/3 ph/50 Hz

230V/3 ph/50 Hz

230V/3 ph/60 Hz

  470 kg

  520 kg

27



610

919

1888

28

T-800R

Self Powered Truck - Single Temperature

mm



T-800R

16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

6.5 m - 7.5 m

 R-404A

  30°C

-20°C 4250 W

0°C 7500 W

2700 m3/h

5.2 m/s

EMI 
(Extended Maintenance Interval)

2000 hrs

 
/N° Cylinder/cm3 TK 370 

  

/3/855

X214 C5

5.4 kW

Voltage/phase/cycles

400V/3 ph/50 Hz

230V/3 ph/50 Hz

230V/3 ph/60 Hz

  450 kg

  470 kg

29



610

919

1888

30

T-600R

Self Powered Truck - Single Temperature

mm



T-600R

16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

5.5 m - 6 m

 R-404A

  30°C

-20°C 3800 W

0°C 6000 W

2700 m3/h

5.2 m/s

EMI 
(Extended Maintenance Interval)

2000 hrs

 
/N° Cylinder/cm3 TK 370 

  

/3/855

X214 C5

5.4 kW

Voltage/phase/cycles

400V/3 ph/50 Hz

230V/3 ph/50 Hz

230V/3 ph/60 Hz

  450 kg

  470 kg

31



688

919

1888

32

T-1200R SPECTRUM

Self Powered Truck - Multi Temperature

1000
760

200

1000
1100

200

S-2 Evaporator S-3 Evaporator

mm



T-1200R SPECTRUM

16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

Two-Zone Three-Zone

A F

B G

C

D

E

33

      Host Remote

A+B T-1200R SPECTRUM S3+S3

C T-1200R SPECTRUM S3+S3

D T-1200R SPECTRUM S4+S4

E T-1200R SPECTRUM S4+S4

F T-1200R SPECTRUM S2+S2+S2

G T-1200R SPECTRUM S2+S3+S3



688

919

1888

34

T-1000R SPECTRUM

Self Powered Truck - Multi Temperature

1000
760

200

1000
1100

200

S-2 Evaporator S-3 Evaporator

mm



T-1000R SPECTRUM

16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

Two-Zone Three-Zone

A E

B

C

D

35

      Host Remote

A T-1000R SPECTRUM S2+S3

B+C T-1000R SPECTRUM S3+S3

E T-1000R SPECTRUM S2+S2+S2

D T-1000R SPECTRUM S2+S4



610

919

1888
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T-800R SPECTRUM

Self Powered Truck - Multi Temperature

1000
760

200

1000
1100

200

S-2 Evaporator S-3 Evaporator

mm



T-800R SPECTRUM

16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

Two-Zone

A

B

37

      Host                              Remote

A T-800R SPECTRUM S2+S2

B T-800R SPECTRUM S2+S3

C T-800R SPECTRUM S2+S3
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UT-1200X

Self Powered Truck - Single Temperature

634

6941991

694

795 with muffler

1000
1100

200

S-3 Evaporator

mm



UT-1200X

16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

7.5 m - 9+m

 R-404A

S-3+S-3 UT-1200X

  30°C

-20°C 6700 W 6900 W

0°C 11000 W 11400 W

4000 m3/h 3740 m3/h

9.5 m/s 6.6 m/s

EMI 
(Extended Maintenance Interval) 3000 hrs

Smart Reefer®

 
/N° Cylinder/cm3 TK 376U 

  

3/1115

TKO 6HP C5

7.5 kW

Voltage/phase/cycles 400V/3 ph/50 Hz

  545 kg
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Features and Options

LIFE COST MANAGEMENT

1 Thermo Kare

2 Cycle-Sentry

3 EMI 2000 extended maintenance

4 Thermo King high performance battery

5 Thermo King EON battery

6 Two year full warranty

7 TherMax system

DATA CAPTURE & COMMUNICATIONS

8 DAS (Data Acquisition System) 

9 TK DL data capture 

10 Wintrac ( data analysis software ) 

11 FleetWatch  ( fleet management software )

12 TracKing ( tracking and load monitoring )

LOAD PROTECTION

13 TSR-2 in-cab controller

14 Auto phase correction

15 Diesel/electric auto-switching

16 Door switches

40

Features and options



16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

T-600R T-800R T-1000R T-1200R

41

Option: Factory Installed Option: Dealer Supplied

Not Available Standard Feature

Self Powered Truck





CRYOTECH

CT-10 / CT-10 SPECTRUM 44

CT-15 SPECTRUM 46

C
R

Y
O

T
E

C
H



310

164

Electric Control Module

44

CT-10 / CT-10 SPECTRUM

CryoTech Self Powered Truck-

Single and Multi Temperature

1582

1050
1100

S-3 CT

200

S-2 CT

200

1050
760

S-2 CT+

292

1216 631

Tank ø 666

1695 or 2080 

mm



16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

4.5 m - 9m

Capacity per evaporator

5200 W - 12500 W

5800 W - 13400 W 30°C

-20°C

0°C

Capacity per evaporator 

5650 W - 6850 W

Airfl ow per evaporator 

1360 - 2500 m3/h

49 kg    

330L 430L

171kg 207kg

544kg 696kg+CO2

Voltage/phase/cycles
400V/3 ph/50 Hz

230V/3 ph/50 Hz

45

CT-10 / CT-10 SPECTRUM

For Multi Temperature operations any combination 

of S-2 CT and S-3 CT evaporators can be used.

Pour le fonctionnement multitempératures, toutes les combinaisons 

d’évaporateurs S-2 CT et S-3 CT sont envisageables. 

Bei Mehrfachtemperatur-anwendungen können die Verdampfermodelle 

S-2 CT und S-3 CT beliebig kombiniert werden.

Per il funzionamento multitemperatura può essere utilizzata 

qualsiasi combinazione di evaporatori S-2 CT e S-3 CT.

Cualquier combinación de los evaporadores S-2 CT y S-3 CT 

es válida para operaciones multitemperatura.

Voor multi-temperatuurfunctie  kunt u een willekeurige 

combinatie S-2 CT- en S-3 CT-verdampers gebruiken.

EN

F

D

I

ES

NL



2104

259

Electric Control Module

624

46

CT-15 SPECTRUM

CryoTech Trailer - Multi Temperature

1050
1100

S-3 CT

200

S-2 CT

200

1050
760

Tank ø 666

1695 or 2080 

mm

Rear Remote Control



16 m

  R-404A

 

9200 W

17500 W

 
5500 m3/h

16 m/s

N° Cylinder/Engine xxx m3

TK 486V  

X430 C5LS

9.3 kW

  792 kg

  846 kg

For Multi Temperature operations any combination 

of S-2 CT and S-3 CT evaporators can be used.

Pour le fonctionnement multitempératures, toutes les combinaisons 

d’évaporateurs S-2 CT et S-3 CT sont envisageables. 

Bei Mehrfachtemperatur-anwendungen können die Verdampfermodelle 

S-2 CT und S-3 CT beliebig kombiniert werden.

Per il funzionamento multitemperatura può essere utilizzata 

qualsiasi combinazione di evaporatori S-2 CT e S-3 CT.

Cualquier combinación de los evaporadores S-2 CT y S-3 CT 

es válida para operaciones multitemperatura.

Voor multi-temperatuurfunctie  kunt u een willekeurige 

combinatie S-2 CT- en S-3 CT-verdampers gebruiken.

13 m

Capacity per evaporator

5200 W - 7800 W

5800 W - 8800 W 30°C

-20°C

0°C

Capacity per evaporator 

5650 W - 6850 W

Airfl ow per evaporator 

1360 - 2040 m3/h

145 kg    

330L 430L

171kg 207kg

544kg 696kg+CO2

Voltage/phase/cycles
400V/3 ph/50 Hz

230V/3 ph/50 Hz

47

CT-15 SPECTRUM

EN
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DIRECT DRIVE
TRUCK



50

V-700

Direct Drive Truck - Single Temperature

458,7

523 1593

ES700 MAX Ultra Slim EvaporatorReciprocating Compressor

(TK-315R)

592 1650

220

mm



V-700V-700

6 m - 7.5 m

 R-404A

Recip Compressor Engine Electric

 30° C

-25°C

-20°C

0°C

3100 W

3800 W

6950 W

2560 W

3215 W

6050 W

 
2340 m3/h

7030 W Engine

6450 W Electric

DSR

 
N° Cylinder/cm3 TK 315R /3/226

3.2 kW

Voltage/phase/cycles

400V/3 ph/50 Hz 

230V/3 ph/50 Hz

400V/3 ph/60 Hz

230V/3 ph/60 Hz

  100 kg

  160 kg

51

V-700
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V-500

Direct Drive Truck - Single Temperature

448

220

1292

562

475

1304

ES500 Ultra Slim Evaporatorplus Compressor (TK-312R)

mm



V-500

3 m - 6.5 m

R-404A R-134a

V-500 plus

 30° C

-25°C

-20°C

0°C

2090 W

2735 W

5430 W

1600 W

4025 W

V-500

 30° C

-25°C

-20°C

0°C

1950 W

2515 W

4925 W

1500 W

3665 W

1550 W

2400 m3/h

DSR

 
N° Cylinder/cm3

TK-312R: 3/186.7

TM16-XD: 6/163

2.25 kW

Voltage/phase/cycles

400V/3 ph/50 Hz

230V/3 ph/50 Hz

230V/3 ph/60 Hz

230V/1 ph/60 Hz

  68 kg

  140 kg

53

V-500



54

V-400

Direct Drive Truck - Single Temperature

220

627
1080

ES400 MAX Evaporator

448

1292

475

mm



V-400

3 m - 4 m

R-404A

Engine Electric

  30° C

-25°C

-20°C

0°C

1680 W

2270 W

4130 W

1465 W

2045 W

4135 W

1280 W

2400 m3/h

DSR

 
N° Cylinder/cm3 6/146.7

2.25 kW

Voltage/phase/cycles
400V/3 ph/50 Hz

230V/3 ph/50 Hz

  68 kg

  140 kg

55

V-400



56

V-300

Direct Drive Truck - Single Temperature

200

1180
485

178

550985

200

789500

130

242

464

mm

ES300 Ultra Slim Evaporator MH Module



V-300

10 m3  - 28 m3

R-404A R-134A

  30° C

1515 W

1820 W

3355 W

1170 W

2800 W

Engine Electric

1050 W 935 W

1300 m3/h

DSR

 
N° Cylinder/cm3 6/146.7

1.8 kW 1.5 kW

Voltage/phase/cycles

230V/1 ph/50Hz

400V/3 ph/50Hz

230V/3 ph/50Hz

230V/1 ph/60Hz

115V/1 ph/60Hz

230V/3 ph/60Hz

  43 kg

  93 kg

57

V-300
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V-200

Direct Drive Truck - Single Temperature

123

525985

ES200 Ultra Slim Evaporator

200

789500

mm

130

242

464

MH Module

200

1180 485



V-200

8 m3  - 21 m3

R-404A R-134A

  30° C

1560 W

2710 W

1020 W

2250 W

Engine Electric

820 W 600 W

1040 m3/h

DSR

 
N° Cylinder/cm3 6/131

1.8 kW 1.5 kW

Voltage/phase/cycles

230V/1 ph/50Hz

400V/3 ph/50Hz

230V/3 ph/50Hz

230V/1 ph/60Hz

115V/1 ph/60Hz

230V/3 ph/60Hz

  Non Electric 40 kg

          Electric 90 kg

59

V-200
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V-100

Direct Drive Truck - Single Temperature

ES100 Ultra Slim Evaporator

200

789
500

187

490

608

mm

130

242

464

MH Module



V-100

4 m3  - 15 m3

R-404A R-134A

  30° C

960 W

2055 W

575 W

1530 W

Engine Electric

600 W 400 W

680 m3/h

DSR

 
N° Cylinder/cm3 6/82

0.75 kW

Voltage/phase/cycles 230V/1 ph/50Hz

  Non Electric 34 kg

          Electric 52 kg

61

V-100



62

V-500 MAX TC

Direct Drive Truck - Multi Temperature

448

1292

475

Reciprocating Compressor

mm



V-500 MAX TC

Two-Zone

63

178

550985

ES300 Ultra Slim Evaporator

ES150 MAX Ultra Slim Evaporator

187

540
755

V-500 MAX TC



64

V-300 MAX TC

Direct Drive Truck - Multi Temperature

200

1180 485

mm

200

789
500



V-300 MAX TC

Two-Zone

65

ES150 MAX Evaporator

MTC
MTCH
MTCI

V-300 MAX TC

178

540

755



66

V-300 MAX TCI

Direct Drive Truck - Multi Temperature

mm

200

789
500

200

1180 485



V-300 MAX TCI

Two-Zone

67

V-300 MAX TCI

ES150 MAX Evaporator

MTC
MTCH
MTCI

178

540
755



68

V-200 MAX TC

Direct Drive Truck - Multi Temperature

mm

200

789
500

200

1180 485



V-200 MAX TC

Two-Zone

69

V-200 MAX TC

MTC
MTCH
MTCI

ES100 Ultra Slim Evaporator

187

490
608



70

V-200 MAX TCI

Direct Drive Truck - Multi Temperature

mm

200

789500

200

1180 485



V-200 MAX TCI

Two-Zone

71

V-200 MAX TCI

MTC
MTCH
MTCI

ES100 MAX Ultra Slim Evaporator

187

490
608



72

C-300

Direct Drive Truck - Single Temperature

178

550985

ES300 Ultra Slim Evaporator

mm

200

789
500



C-300

27 m3

R-134A

  30° C   2800 W

1300 m3/h

M15 II

 
N° Cylinder/cm3 6/147

  56 kg

73

C-300



74

C-200

Direct Drive Truck - Single Temperature

mm

133

525985

ES200 Ultra Slim Evaporator

200

789
500



C-200

18 m3

R-134A

  30° C   2250 W

1100 m3/h

M15 II

 
N° Cylinder/cm3 6/131

  51 kg

75

C-200



76

C-100

Direct Drive Truck - Single Temperature

ES100 Ultra Slim Evaporator

187

490
608

mm

200

789
500



C-100

10 m3

R-134A

  30° C   1045 W

680 m3/h

M15 II

 
N° Cylinder/cm3 6/82

  46 kg

77

C-100



78

B-100

Direct Drive Truck - Single Temperature

mm

ES100 Ultra Slim Evaporator

187

490
608

200

789
500



B-100

2.5 m3 - 7m3

R-134A

Engine Electric

  30° C   

390 W

1050 W

430 W

1080 W

680 m3/h

DSR

 
N° Cylinder/cm3 2/47,7

0.75 kW

Voltage/phase/cycles 230V/1 ph/50Hz

  56 kg

  68 kg

79

B-100



Features and Options V-700 V-500 V-400 V-300 V-200 V-100

1 Hose cover

2 Fan protection

3 Door switch

4 Din adaptor

5 In-cab control

6 ThermoKare

80

Features and options



V-500 
MAX TC

V-300 
MAX TC

V-300 
MAX TCI

V-200 
MAX TC

V-200 
MAX TCI

C-300 C-200 C-100 B-100
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Direct Drive Truck

Optional Extra

Standard Feature



For further information please contact:

Ingersoll Rand Climate Control Technologies 

Alma Court building - Lenneke Marelaan 6 - B - 1932 Sint-Stevens-Woluwe - BELGIUM 

Thermo King Monivea Road, Mervue, Galway, Ireland.

© 2010 Ingersoll-Rand Company Limited   TK 1121 Rev 18 (04-2010)

Providing equipment and services to manage controlled-temperature environments for 

food and other perishables, our Climate Control Technologies sector encompasses both 

transport and stationary refrigeration solutions. Our product brands include Thermo 

King®, a world leader in transport temperature control system and Hussmann®-Koxka®, a manu-

facturer of refrigeration and food merchandising equipment.

 www.thermoking.com   www.hussmann.com   www.koxka.com   www.ingersollrand.com


